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1800 South Second Street

Gallup, New Mexico 87301


STANDARD OPERATING GUIDELINE – OPERATIONS (SOG-Ops)
11/12/2015
eDRAULIC TOOLS
SOG-Ops 202
                                             In accordance with Hurst Operational instructions
Purpose:

The purpose of this Standard Operating Guideline (SOG) is to establish a guideline by which all operations personnel of the Gallup Fire Department (GFD) shall conduct daily inspection/maintenance procedures on the following eDRAULIC tools:
Model# S700 Cutter

Model# SP300 Spreader

Model# R411 Ram

Responsibilities: 

All personnel assigned to the operations are required to familiarize themselves and comply with the contents of this SOG.

It shall be the responsibility of the driver/operator assigned to that apparatus on a daily basis to inspect, maintain and report any discrepancies to Lieutenant (Lt), or Officer-in-Charge (OIC).
Safety:
While conducting inspection steel-toed boots are required

Inspection/Maintenance:
1. Remove battery from the unit. 
2. Press the query button on the back of the battery this will allow you to check the battery charge.

a. Be advised each square light indicates a quarter. Four lights illuminated is fully charged.

Note: The chargers are provided in each unit PLEASE DO NOT TRY TO CHARGE THE BATTERIES WITH ANY OTHER CHARGER.

Cutter:
• Opening width of the blade arms on the tips (see chapter “Technical data”)
• General tightness (leaks)
• Operability of the star grip
• Existence and stability of handle
• Labels completely existent and legible
• Covers in perfect condition
• Check the torque of the pivot bolt (for torque MA, see “Technical Data”)
• Blade arms free of cracks and without any chipped spots or deformations on the cutting surfaces
• Cutting surfaces go on top of each other without making contact
• The sliding plates, bolts and retaining rings of the blade arms are in place and in good condition
• Illumination of main switch, work area and connection slot fully functional.
Spreader:
• Opening width of arms at the tips (see chapter on "Technical Data")
• General tightness (leaks)
• Operability of the star grip
• Existence and stability of handle
• Labels completely existent and legible
• Covers in perfect condition
• Spreader arms not cracked
• Bolts and retaining rings of spreader arms in place and in good condition
• The corrugations on the tips should be clean and square, without cracks

• The tips must be in place and locked

• Illumination of main switch, work area and connection slot fully functional.

Rescue Ram:
• Piston can be extended to its full length (see chapter on "Technical Data")
• Cylinder and piston rod undamaged and not deformed
• Correct and firm fit of claws
• Claws can be turned and are undamaged (no break-outs)
• General tightness (leaks)
• Operability of the star grip
• Labels completely existent and legible
• Illumination of main switch, work area and connection slot fully functional.
Battery and Power Supply:
• Casing undamaged
• Electrical contact surfaces clean and undamaged

• Cable undamaged

• Battery(-ies) fully charged (when used)

• Charging state display of lithium/ion batteries fully functional.
Function Test:
• Easy opening and closing or extension/retraction of star grip controls
• No suspicious noises
• No further movement of cutter and spreader arms or cylinder piston when interrupting the valve function during the process (dead man's switch).
Preventive Maintenance/Repairs:
 Refer to eDRAULICS manual located in the ERS library.
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